
HM-9000
​La serie HM-9000 Basata sulla piattaforma Intel 12th-Gen Alder Lake. 
Con l’ultima tecnologia di fotolitografia Intel 7, la serie HM-9000 offre prestazioni 
computazionali elevate grazie al processore Core™ desktop, che può avere fino a 16 
core e 24 thread. 
La serie supporta la memoria DDR5 e la lettura/scrittura ad alta velocità del disco 
NVMe PCIe Gen4, che migliorano le prestazioni del sistema fino a 1.8x rispetto alle 
piattaforme 10th o 11th-Gen precedenti.
La serie HM-9000 ha un design di espansione brevettato che permette l’installazione di 
schede aggiuntive PCIe o PCI.  
Le funzioni I/O della serie HM-9000 sono state notevolmente migliorate. 
Inoltre ai sei porte Ethernet Gigabit con opzione PoE+ PSE, la serie HM-9000 presenta 
una porta USB 3.2 Gen2x2 tipo-C che offre una larghezza di banda di 20 Gbps per lo 
scambio di dati con dispositivi esterni, più altre sei porte USB 3.2 Gen2x1 tipo-A per la 
connettività delle telecamere USB3. 
La serie ha anche uno slot M.2 Gen4x4 aggiornato per supportare l’ultimo SSD NVMe 
per aumentare la velocità di lettura/scrittura del disco fino a 7000 MB/s. 
Per le esigenze I/O non soddisfatte, gli utenti possono utilizzare le cassette di espansione 
per aggiungere schede PCIe/PCI specifiche per la funzione, l’interfaccia proprietaria MezIO 
e le interfacce interne mini-PCIe/M.2.
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BOX 
RUGGED

HM-9000DE

HM-9000EP

SUPPORTS INTEL® 12TH-GEN ALDER LAKE CORE™ 16C/ 24T 35W/ 65W CPU

PATENTED CASSETTE FOR PCI/PCIE ADD-ON CARD ACCOMMODATION

RUGGED, -25°C TO 70°C FANLESS OPERATION

UP TO 5X 2.5GBE AND 1X GIGE PORTS WITH OPTIONAL POE+, SUPPORTING 9.5 KB 
JUMBO FRAME

1X USB 3.2 GEN2X2 TYPE-C AND 6X USB 3.2 GEN2X1 TYPE-A PORTS

SUPPORTS M.2 GEN4X4 NVME AND 2X SATA PORTS

MEZIO™ INTERFACE FOR EASY FUNCTION EXPANSION

VGA/ DVI/ DP TRIPLE INDEPENDENT DISPLAY, SUPPORTING 4K2K RESOLUTION



INTERFACCE

ETHERNET 1X 2.5G ETHERNET BY I225-IT AND 1X GIGABIT ETHERNET BY I219-LM 
(HM-9002E/ P/ DE) WITH SCREW-LOCK 
5X 2.5G ETHERNET BY I225-IT AND 1X GIGABIT ETHERNET BY I219-LM 
(HM-9006E/ P/ DE) WITH SCREW-LOCK

POE+ OPTIONAL IEEE 802.3AT POE+ PSE FOR PORT 3 ~ PORT 6 100 W TOTAL 
POWER BUDGET

USB ​1X USB 3.2 GEN2X2 (20 GBPS) PORT IN TYPE-C  WITH SCREW-LOCK 
4X USB 3.2 GEN2X1 (10 GBPS) PORTS IN TYPE-A CONNECTORS 
2X USB 3.2 GEN 1X1 (5 GBPS) PORTS IN TYPE-A CONNECTORS 
2X USB 2.0 PORTS

​VIDEO PORT ​1X VGA, SUPPORTING 1920 X 1200 RESOLUTION 
1X DVI-D, SUPPORTING 1920 X 1200 RESOLUTION 
1X DISPLAYPORT, SUPPORTING 4096 X 2304 RESOLUTION

​SERIAL PORT ​2X SOFTWARE-PROG. RS-232/ 422/ 485 PORTS (COM1/ COM2) 
2X RS-232 PORTS (COM3/ COM4)

AUDIO ​1X 3.5 MM JACK FOR MIC-IN AND SPEAKER-OUT

STORAGE

​SATA HDD ​2X INTERNAL SATA PORT FOR 2.5” HDD/ SSD INSTALLATION, SUPPOR-
TING RAID 0/ 1(HM-9000E/ 9000P/ 9000DE) 
1X HOT-SWAPPABLE 2.5” HDD TRAY (7MM HDD/ SSD) AND 1X INTERNAL 
2.5” SATA PORT (HM-9000LP)

M.2 NVME 1X M.2 2280 M KEY NVME SOCKET (PCIE GEN4X4) FOR NVME SSD

POWER SUPPLY

DC INPUT ​1X 3-PIN PLUGGABLE TERMINAL BLOCK FOR 8 TO 48V DC INPUT

REMOTE CTRL ​1X 3-PIN PLUGGABLE TERMINAL BLOCK FOR REMOTE CONTROL AND 
PWR LED OUTPUT

​EXPANSION BUS

​PCI/PCI EXPRESS ​1X PCIE X16 SLOT@GEN3, 16-LANES PCIE SIGNALS IN CASSETTE 
(HM-9002E/ 9006E) 
2X PCIE X16 SLOTS@GEN3, 8-LANES PCIE SIGNALS IN CASSETTE (HM-
9002DE/ 9006DE) 
1X PCI SLOT IN CASSETTE (HM-9002P/ 9006P)

​M.2 E ​MINI PCI 
EXPRESS

​1X FULL-SIZE MINI PCI EXPRESS SOCKET

M.2 1X M.2 2242/3052 B KEY SOCKET WITH SIM FOR M.2 5G/ 4G MODULE

EXPANDABLE I/O 1X MEZIO™ EXPANSION PORT

MECCANICA

DIMENSIONI ​240 MM (W) X 225 MM (D) X 90 MM (H) (HM-9000E/ P SERIES) 
240 MM (W) X 225 MM (D) X 110.5 MM (H) (HM-9000DE SERIES) 
240 MM (W) X 225 MM (D) X 79 MM (H) (HM-9000LP SERIES)

PESO ​3.58 KG (HM-9000E/ P SERIES)/ 3.89 KG (HM-9000DE SERIES) 
3.36 KG (HM-9000LP SERIES)

MOUNTING ​DIN-RAIL MOUNT (STANDARD) OR WALL-MOUNT (OPTIONAL)
ENVIRONMENTAL

TEMP. OPERARIVA ​-25°C ~ 70°C

UMIDITÀ ​10%~90% , NON-CONDENSING

VIBRAZIONI OPERATING, MIL-STD-810G, METHOD 514.6, CATEGORY 4

URTI OPERATING, MIL-STD-810G, METHOD 516.6, PROC. I, TABLE 516.6-II

EMC ​CE/FCC CLASS A, ACCORDING TO EN 55032 & EN 55035

​SYS​​TEM

PROCESSOR ​SUPPORTING INTEL® 12TH-GEN ALDER LAKE CORE™ CPU (LGA1700 
SOCKET, 35W/ 65W TDP) 
- INTEL® CORE™ I9-12900E/ I9-12900TE 
- INTEL® CORE™ I7-12700E/ I7-12700TE 
- INTEL® CORE™ I5-12500E/ I5-12500TE 
- INTEL® CORE™ I3-12100E/ I3-12100TE 
- INTEL® PENTIUM® G7400E/ G7400TE 
- INTEL® CELERON® G6900E/ G6900TE

CHIPSET INTEL® Q670E PLATFORM CONTROLLER HUB

​GRAPHICS ​INTEGRATED INTEL® UHD GRAPHICS 770 (32EU)

​MEMORY ​UP TO 64 GB DDR5 4800 SDRAM (TWO SODIMM SLOTS)

AMT SUPPORTS INTEL VPRO/ AMT 16.0

TPM SUPPORTS DTPM 2.0

Via G. di Vittorio 10 42124 Reggio Emilia
Tel:  + 39 3452262450
Mail: commerciale@pointech.it	
P.IVA. 03209050362

2

HM-9000LP


